	Hazard
	Existing control measures
	Harm (1-5)
	Likelihood (1-5)
	Risk (1-5)
	Further Controls to Reduce Risk

	Electric Shock
	· PAT Test Equipment
· Check cables before use
	5
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	1
	· Unplug when not supervised
· Keep Sheltered from weather

	Injury from Lifting the machine 
	· Employees to deliver to the site who are trained in manual handling.

	3
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	1
	· Unit not to be moved once sited. 

	Food poisoning 
	· Machine to be cleaned thoroughly after each use. 
· Ingredients provided in a sealed container to prevent contamination.
· Do not reuse slush mix to prevent contamination
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	· Ensure the ingredients are covered to prevent contamination.


	Mess on floor/ risk of slipping
	· A responsible adult to operate the machine. 
· To be shown how to operate the machine safely. 
· Any spillages to be cleaned up immediately
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	· To be supervised and operated by a responsible adult at all times. 

	Overfilling/ incorrect use
	· Operator shown how to correctly use the machine and switch the machine on and off. 
· Ensure that the slush machine is not filled above the line indicated.
· Do not pull on the handle as this will cause damage
· Only put the supplied slush mix into the machine to prevent contamination. Please note that alcoholic drinks will not freeze in the machine and will cause the machine to stop working correctly. 
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	· Always have a responsible adult to supervise.
· Switch off the machine when not in use.
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